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OCCUPATIONAL HEALTH AND SAFETY, 2020 
S-15.1 REG 10 
 

OH&S 18-10 
 
Piping discharging hazardous substances 
 

18‑10(1) If a worker may be required or permitted to work in a confined space into which piping 
may discharge a hazardous substance, an employer shall ensure that the piping: 

 
(a) has a blank installed that is sized for the proper pressure in the piping 
before the piping enters the confined space; 

 
(b) is equipped with 2 blocking valves and a bleed-off valve installed between the blocking 
valves located so that any bleed off does not contaminate the confined space; or 

 
(c) is equipped with an approved safety device. 

 
 

(2) If piping is equipped with 2 blocking valves and a bleed-off valve pursuant to clause (1)(b) 
or an approved safety device pursuant to clause (1)(c), an employer shall ensure that: 

 

(a) the valves in the flow lines are locked out in the “closed” position and the bleed-off valve 
is locked out in the “open” position; 

 
(b) the valves are tagged to indicate that the valves must not be activated until the tags 
have been removed by a worker designated by the employer for that purpose; and 

 
(c) the worker designated pursuant to clause (b): 

 

(i) monitors the valves to ensure that they are not activated while a 
worker is in the confined space; and 

 

(ii) records on the tag mentioned in clause (b) the date and time of each monitoring 
and signs the tag each time the worker monitors the valves. 
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OH&S 25-16 
 
Piping 

25‑16(1) If workers are required or permitted to work on piping that may contain harmful substances 
or substances under pressure, an employer or contractor, in consultation with the committee, 
shall develop written procedures to protect the workers from contact with those substances. 

(2) The procedures developed pursuant to subsection (1) must include: 

(a) the installation of a blank that is appropriate for the proper pressure in the piping; 

(b) the closing of 2 blocking valves installed in the piping and the opening of a bleed-off 
valve installed between the blocking valves; 
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(c) the installation of an approved safety device; or 

(d) if the procedures mentioned in clauses (a), (b) and (c) are not reasonably practicable, 
any other procedures that are adequate to protect the health and safety of the workers. 

(3) An employer or contractor shall ensure that all workers are trained in and implement the 
procedures developed pursuant to subsection (1). 

 

(4) An employer or contractor shall ensure that: 

(a) the piping mentioned in clause (2)(a) is clearly marked to indicate that a blank has 
been installed; or 

(b) the 2 blocking valves mentioned in clause (2)(b) or the approved safety 
device mentioned in clause (2)(c): 

(i) are locked in the closed position and the bleed-off valve is locked in the open 
position; and 

(ii) are tagged to indicate that the valves must not be activated until the tags are 
removed by a worker designated by the employer for that purpose. 

(5) An employer or contractor shall ensure that a worker designated pursuant to 
subclause (4)(b)(ii): 

(a) monitors the valves to ensure that they are not activated while a worker is working on 
the piping; and 

(b) records on the tag mentioned in subclause (4)(b)(ii) the date and time of each 
monitoring and signs the tag each time the worker monitors the valves. 

(6) An employer or contractor shall ensure that any valve installed on piping mentioned in 
this section is clearly marked to indicate the open and closed positions. 
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